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PRODUCT DESCRIPTION

no. code name material
1 3601 nut stainless steel
2 3602 pad stainless steel

3
3603.1AF short handle ACR stainless steel
3603.2AF long handle ACR+WS* stainless steel

4 3604 ring stainless steel
5 3605AF air distributor AF stainless steel
6 3606AF rubber base AF rubber
7 3608 top cover polysulfone PSU
8 3609 large seal rubber
9 3610 small seal** x2 rubber

10 3611 bottom cover polysulfone PSU
11 3612 rubber base stainless steel + rubber
12 3613 clip stainless steel

MAINTENANCE (Fig. 2) The venting unit should be cleaned regularly using 
clamp No. 3613. In case of the milk slow-down, in the fi rst place the air vent hole 
should be checked out.

TUBES 

short air tube 7 mm x 14 mm
twin pulse tube 7 mm x 14 mm, 8 mm x 16 mm
milk tube 16 mm x 27 mm

TECHNICAL DATA

capacity 360 ml
weight 398 g
material polysulfone PSU
vacuum drop +/- 0,2 kPa
fl ow at 42 kPa 20 l/min
outlet ID Ø 16 mm
nipples inlet OD Ø 14,5 mm
nipples shape diagonal cut
nipples angle 45°
shut-off  without valve
bracket ACR
pulsation cross front/rear

SF360 is not authorised for sale 
in: AU, BE, CA, DE, ES, FR, GB, IE, 
IT, JP, MX, NL, NZ, SE, US

EN

*  Wash System applied for dedicated parking systems
**  Recommended replacement after 2000 hours of operation

Materials used in the manufacturing process have necessary attestations and 
hygienic clearance certifi cations allowing the product to contact milk. Further 
information: www.agripatria.com/support
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t: +48 22 355 32 26 
m: +48 608 877 804
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